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Electrical CPT is a standardized and most accurated in-situ tested method in soil 
exploration program. CPT Test can be used for preliminary soil classification and 
estimating bored pile capacity. Furthermore, the design soil parameters can be 
obtained from the CPT test. The SPT-N value and the undrained shear strength of clay 
(รบ) shows a good correlation with the cone resistance value (qc)

The research found that the Skin friction capacity of bored pile (Qs) in Bangkok 
clay layer show a good relation with the cone resistance. While the skin friction capacity 
of pile in Bangkok sand layer shows a good relation with the normalized cone resistance 
(qc’) with the effective overburden pressure. The effect of base-grouting pile is not 
significant to the skin friction capacity of pile in clay layer. However, it is very significant 
to increase the skin friction capacity for friction in sand layer. The ultimate end bearing 
capacity bored pile capacity in sand layer show a good relation with the normalized 
cone resistance (qc') with the effective overburden pressure. The base-grouting bored 
pile with tip in sand layer shows a significant increase in end bearing pile capacity than 
normal non-grouting bored pile.
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สัญล้กษณ์

AP = พ้ืนท่ีหน้าตัดเสาเข็ม

A s
= พ้ืนท่ีผิวของเสาเข็มในช่วงรับแรง

อ = ความลึก
อ = ขนาดเลันผ่าศูนย์กลาง
Db = Elastic Shortening
E = โมดูลัสของดินใต้ปลายเสาเข็ม
Eb = อิลาสติกโมดูลัลของคอนกรีต

Ec - อิลาสติกโมดูลัสของเสาเข็ม

E s
= อิลาสติกโมดูลัลของเหล็กเสริม

Es
= หน่วยแรงเสียดทานท่ีผิวเสาเข็ม

Es, = แรงเสียดทานที่ท่อนหาแรงเสียดทาน (Local friction)
H = ควมหนาของช้ันดินจากหัวเสาเข็มถึงช้ันดินท่ีไม่ทรุดตัว
K = Stiffness ของเสาเข็ม
Ks = ค่าสัมประสิทธ้ิแรงตันด้านข้าง
L = ความยาวเสาเข็ม
N - ค่าการทดสอบทะลุทะลวงมาตรฐาน (SPT- N Value)
Nc = Bearing Capacity Factor

Nf ะ: Correction Factor สำหรับเสาเข็มเสียดทานต้านข้าง

Nc = Mobilized Bearing Capacity Factor
P = น้ําหนักบรรทุกท่ีทำให้เกิดการทรุดตัว
PI = ตัชนีพลาสติกซีตี (Plasticity index)
Qu = ค่ากำลังรับน้ําหนักบรรทุกประลัยของเสาเข็ม

Q b = หน่วยแรงต้านทานที่ปลายเลาเข็ม

Qc = ความต้านการหยั่งที่ปลาย (Cone Resistance)

Fr. Rf = Friction Ratio
ร = ค่าความเครียด (Strain)
รบ = ค่ากำลังรับแรงเฉือนของดินแบบไม่ระบายนํ้า



ต

ร = ระยะห่างระหว่างเสาเข็ม
บ = แรงดันน้ํา
พ = น้ําหนักของเสาเข็ม
a = Adhesion Factor
(3 = ค่าส้มประสิทธิไแรงเสียดทานด้าน1ข้าง
6 = มุมเสียดทานระหว่างเลาเข็มและดิน
y = หน่วยน้ําหนักของดิน
4> = มุมต้านทานแรงเฉือนของดิน
V = Poisson Ratio

°vo = หน่วยแรงรวมในแนวด่ิง ที่ระดับปลายเสาเข็ม

๐ช = หน่วยแรงประสิทธ๋ึผลในแนวด่ิง
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