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ABSTRACT

5372031063: Polymer Science Program
Tharinee Thamronglerdrit: Dynamic Vulcanization of Epoxidized 
Natural Rubber (ENR) and Fluoroplastic.
Thesis Advisor: Assoc. Prof. Rathanawan Magaraphan 175 pp. 

Keywords: Dynamic vulcanization/ Thermoplastic vulcanizate (TPV)/
Epoxidized Natural Rubber (ENR)/ Nitrile Butadiene Rubber 
(NBR)/ Poly(vinylidene difluorine) (PVDF)/ Poly(lactic acid) 
(PLA)/ 2,5-Bis(tert-butylperoxy)-2,5-dimethylhexane (DBPH)/ 
Organoclay

This study is purposed to develop a thermoplastic vulcanizate (TPV) via 
dynamic vulcanization made of ENR and poly(vinylidene fluoride) (PVDF). 
Rubber parts were mixed at room temperature by using two roll mill, fed in twin 
screw extruder with thermoplastic parts to occur dynamic vulcanization and then 
compressed in compression molding. This research was emphasized on the 
contents of ENR (50, 60 and 70 wt%), PVDF, DBPH as curing agent (3, 5 and 7 
phr) and organoclay (3, 5, 7 and 10 phr) including the addition of PLA at fixed 10 
wt% that affect on the properties of the dynamic blends in comparison to the 
ternary ones (the blends among ENR, PVDF and PLA). The ENR/PVDF was 
compared to acrylonitrile butadiene rubber (NBR)/PVDF at fixed composition 
(rubber/plastic/DBPH: 50/50/5) for studying the difference between synthetic and 
natural rubber. The results showed that dynamic vulcanization and increase of 
thermoplastic and DBPH contents have enhanced the mechanical properties 
(tensile and tear strength and hardness) and oil swelling resistance. Barrier 
properties increased with respect to organoclay contents. After aging at 100 °c 
for 22 h in air oven, mechanical properties and oil swelling resistance increased.
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บทคัดย่อ

ธาริณี ธำรงเลิศฤทธึ๋ : การคงรูปเชิงพลวัตระหว่างยางธรรมชาติอิพอกไซด์และพลาสติก 
ฟลูออรน (Dynamic Vulcanization of Epoxidized Natural Rubber and Fluoroplastic) อ. 
ท่ีป1กษา ะ รองศาสตราจารย์ดร. รัตนวรรณ มกรพันธุ 175 หน้า

งานวิจัยนี้ได้ทำการพัฒนาวัสดุเทอร์โมพลาสติกวัลคาไนช์เชท โดยเทคนิคการคงรูปเชิง 
พลวัตระหว่างยางธรรมชาติอิพอกไซด์และพอลิไวนิลิดีนไดฟลูออไรด์ ทำการผสมส่วนของยางที ่
อุณหภูมิห้องโดยใช้เครื่องรดแบบสองลูกกลิ้ง จากนั้นนำเข้าเครื่องหลอมชนิดเกลียวคู่พร้อมกับ 
ส่วนของพลาสติกเพื่อทำการผสมและคงรูป และนำไปขึ้นรูปด้วยเครื่องอัดไฮดรอลิก งานวิจัยนี ้
เน้นการศึกษาปริมาณของยางธรรมชาติอิพอกไซด์(ร้อยละ 50, 60 และ 70), พอลิไวนิลิดีนได 
ฟลูออไรด์, สารคงรูปชนิด DBPH (3, 5 และ 7 phr), ออกาโนเคลย์ (3, 5, 7 และ 10 phr) และพอลิ 
แลคติกแอซิดร้อยละ 10 เพื่อศึกษาสมปติต่างๆและเปรียบเทียบระหว่างการผสมแบบพลวัตและ 
การผสมแบบธรรมดา นอกจากนี้ทำการเปรียบเทียบยางธรรมชาติอิพอกไซด์กับยางสังเคราะห ์
ชนิด NBR โดยกำหนดสัดส่วน rubber/plastic/DBPH เท่ากับ 50/50/5 ผลการศึกษาพบว่าการ 
คงรูปเชิงพลวัตและการเพิ่มปริมาณพลาสติกและสารคงรูป ช่วยเพิ่มสมปติเชิงกลและสมปติการ 
ด้านทานต่อการบวมพองในนั้ามันแก๊สโซฮอล เมื่อเพิ่มปริมาณออกาโนเคลย์ช่วยให้สมปติการ 
สกัดกั้นการซึมผ่านของนั้ามัมดีขึ้นที่อุณหภูมิห้องและ 100 องศาเซลเซียส ภายหลังการบ่มเร่งที่ 
อุณหภูมิ 100 องศาเซลเซียสเป็นเวลา 22 ชั่วโมง พบว่าสมปติเชิงกลและสมปติการด้านทานต่อการ 
บวมพองในน้ัามันดีข้ึน
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